
Alnor Systemy Wentylacji Sp. z o.o. 
Aleja Krakowska 10,  05-552 Wola Mrokowska 

tel.: + 48 22 737 40 00,  fax.: + 48 22 737 40 04 
e-mail: alnor@alnor.com.pl, www.alnor.com.pl 

 

 
 

Konto bankowe PLN nr: 87 1050 1025 1000 0023 2865 9772 • konto EUR nr: 10 1050 1025 1000 0023 2865 9897 
SWIFT: INGBPLPW ING Bank Śląski Oddział w Warszawie 

Sąd Rejonowy dla m. st. Warszawy, XIII Wydział Gospodarczy Krajowego Rejestru Sądowego KRS 0000038889 • wysokość kapitału zakładowego: 334 500 PLN 
Adres siedziby: ul. Zwierzyniecka 8B, 00-719 Warszawa • REGON 010685817 • NIP 521-10-68-747 • Numer rejestrowy BDO 000108092 

NATIONAL DECLARATION OF PERFORMANCE 

No. 029/03/26  
 
 

 
1. Name and trade name of the construction product: 

 
Ducts and fittings made of expanded polypropylene (EPP) with circular cross sections and 
nominal diameters: 125, 160, 200 mm, with wall thickness: 15 or 43 mm. 
Plenum boxes for air valves or manifold types made of expanded polypropylene (EPP).  
 

2. Designation of construction product type: 
 
Ducts: EPP-15-SRGL-125-0100, EPP-15-SRGL-160-0100, EPP-15-SRGL-200-0100, EPP-43-
SRGL-125-0100, EPP-43-SRGL-160-0100, EPP-43-SRGL-200-0100. 
Bends: EPP-15-BPF-125-45, EPP-15-BPF-160-45, EPP-15-BPF-200-45, EPP-43-BPF-125-45, 
EPP-43-BPF-160-45, EPP-43-BPF-200-45. 
Tees: EPP-15-TPC-125-125, EPP-15-TPC-160-160, EPP-15-TPC-200-200, EPP-43-TPC-125-125, 
EPP-43-TPC-160-160, EPP-43-TPC-200-200. 
Sleeves: EPP-15-MSF-125, EPP-15-MSF-160, EPP-15-MSF-200, EPP-43-MSF-160, EPP-43-
MSF-200.  
Plenum boxes: FLX-PLO-EPP-75, FLX-PLO-EPP-L3-75,  FLX-PLO-EPP-90, FLX-PLO-EPP-
L30-90 FLX-PLO-EPP-R, FLX-PLO-EPP-R-P. 

 
3. Intended use(s): 

 
Intended to be used for distribution air in ventilation and air conditioning installation inside 
buildings,  including residential, collective residence and public utility buildings.  

 
4. Manufacturer's name and registered office address and place of production:: 

 
Alnor Systemy Wentylacji Sp. z o.o.  
00-719 Warszawa ul. Zwierzyniecka 8b, POLAND  
Tel.:  + 48 22 737 40 00,  Fax.: + 48 22 737 40 04 
Production place: 
05-522 Wola Mrokowska, Aleja Krakowska 10, POLAND 

 
5. Authorized representative’s name and registered office address, if any: not applicable. 

 
6. The national system used to assess and verify the constancy of performance: 

conformity assessment system 3. 
 

7. National technical specification: 
    

7a.  Polish Product Standard: PN-EN 17192:2019-1 
Name of the accredited certification body, accreditation number and national certificate number or 
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name of the accredited laboratory/laboratories and accreditation number:  
Instytut Techniki Budowlanej AB 023, Instytut Badań i Rozwoju Motoryzacji BOSMAL AB 
128, Sieć Badawcza Łukasiewicz- IBWCH, AB 388. 

 
      7b. National technical assessment: not applicable. 

Technical assessment unit/National technical assessment unit: not applicable. 
 

8. Declared performance characteristics:  
    

Essential characteristics of 
the product for the 
intended use or uses 

Declared performance Comments 

Tightness Class ATC2 (D) for 200 Pa  

Pressure drop According to PN-EN 17192:2019-1  

Service temperature -25 to +80 °C  

Reaction to fire 
Ducts and fittings, wall thickness 15 mm 

and diameter 125 mm:  D-s3, d2 
Others: E 

According to 
EN 13501-1 

Resistance to external 
pressure 

Downward force to decrease original height by 3%: 
Wall thickness 15 mm: min. 35 N 
Wall thickness 43 mm: min 291 N 

No deformation when original height is decreased by 
3%. 

 

Thermal resistance 
Wall thickness 15 mm: 0,395 m2K/W 
Wall thickness 43 mm: 1,131 m2K/W 

According to 
PN-EN 12664:2002 

Microbial resistance 1a (method A) 
According to 

PN-EN ISO 846:2019 

 
9. The performance of the product specified above is in accordance with all declared performance 

properties as listed in Section 8. This national declaration of performance is issued in accordance with 
the Act on construction products of 16 April 2004, under the sole responsibility of the manufacturer. 

 
 
 
 
 
 

 Signed for and on behalf of the manufacturer by  
(name and surname, position) 

 
 
 

Wola Mrokowska, 14.05.2026 

 
 

Piotr Grzechowiak 
Testing and certification Manager 

 
 

…………………………. 
(issue place and date)  

 (signature) 

 


