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NATIONAL DECLARATION OF PERFORMANCE PROPERTIES 

No. 047/01/24 

 

 

 

1. Name and trade name of the construction product:  

 

Round ventilation ducts and fittings with gaskets FOAM System, consist of steel elements made 

of galvanized sheets with nominal diameters: 80, 100, 125, 150, 160, 200, 250 mm, insulated with 

a Foam rubber mat . 

 

2. Construction product type designation: 

 

Ventilation ducts and fittings FOAM System with 9 mm thick insulation: F09-BPL, F09-BPKL, 

F09-BPKFL, F09-SPR-C, F09-RPCL, F09-RPCFL, F09-TPCL, F09-NSL, F09-MSF 

 

Ventilation ducts and fittings FOAM System with 13 mm insulation: F13-BPL, F13- BPKL, F13-

BPKFL, F13-SPR-C, F13-RPCL, F13-RPCFL, F13-TPCL, F13-NSL, F13- MSF 

  

Ventilation ducts and fittings FOAM System with 19 mm insulation: F19-BPL, F19- BPKL, F19-

BPKFL, F19-SPR-C, F19-RPCL, F19-RPCFL, F19-TPCL, F19-NSL, F19- MSF 

  

Ventilation ducts and fittings FOAM System with 25 mm insulation: F25-BPL, F25- BPKL, F25-

BPKFL, F25-SPR-C, F25-RPCL, F25-RPCFL, F25-TPCL, F25-NSL, F25- MSF 

 

and other sealing fittings: RPCL, RPCFL, RSCL, RSCCL, RSLL, RSCLFL, RSLFL, RSL, 

RSCLF, RSCLL, RSLF, RSFCFL, RSFL, RSFFL, RSFCL, RSFCFL, RSFL, RSFFL, RSFCL, 

RSFCFL, RSFL, RSFFL, RSCLLI , TSCL, XSCL, TSL, XSL, TSVL, XSVL, YSVL, COLL. 

 

3. Intended use or uses:  

 

Intended for air distribution in ventilation and air conditioning installations 

buildings, including residential buildings, collective residences and public buildings. 

 

4. Name and address of the manufacturer's registered office and place of production of the product:  

 

Alnor Systemy Wentylacji Sp. z o. o.  

00-719 Warszawa ul. Zwierzyniecka 8b, POLAND  

Tel.: + 48 22 737 40 00, Fax.: + 48 22 737 40 04  

Place of production:  

05-522 Wola Mrokowska, Aleja Krakowska 10, POLAND 

 

5. Name and registered office address of the authorized representative, if appointed:  

 

Not applicable. 
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6. National system used to assess and verify constancy of performance:  

 

Assessment system: 4. 

 

7. National technical specification: 

    

7a. Poland Product standard: PN-EN 1506:2007, PN-EN 12237:2005, PN-EN 14304:2009+A1:2013 

Name of the accredited certification body, accreditation number and national certificate number 

or name of accredited laboratory(s) and accreditation number): Not applicable 

 

      7b. National Technical Assessment: Not applicable 

Technical Assessment Body/National Technical Assessment Body : Not applicable 

 

8. Declared performance properties 

                  
Essential characteristics of 

the construction product 

for the intended use or 

uses 

 

 

Declared performance properties 

 

 

Comments 

Dimensions 
Dimensions and tolerances compliant 

 

according to PN-EN 

1506:2007 

Thickness 

Minimum wall thickness of steel elements 0.5 mm  

Nominal thickness layers insulation Foam 

9/13/19/25 mm 

according to PN-EN 

14304:2009+A1:2013 

Resilience 

There is no permanent deformation or sudden change of 

tightness under the influence of pressure 

-750 ÷ 2000Pa 

according to PN-EN 

12237:2005 

Durability of the zinc 

coating 

Coating weight zinc 140 g/m2 

Nominal thickness 10µm coatings 

Durability coatings anti-corrosion : 

C1/20 years C2/20 years (SPR-C) 

according to PN-EN 

10346:2015 

and PN-EN 9223:2012 

Tightness 

 

To build networks tightness of cables classes : 

D 

 

according to PN-EN 

12237:2005 

Thermal 

resistance/Thermal 

conductivity λ [W/ m K ] 

For layers insulation Foam 

-30 °C ≤ 0.034 [W/ m K ] 

0 °C ≤ 0.036 [W/ m K ] 

40° C ≤ 0.040 [W/ m K ] 

 

according to PN-EN 

12667:2002 

Density 
For layers insulation Foam 

49 kg/m3 ± 15% 
 

Water vapor 

permeability/water vapor 

diffusion resistance 

 

For layers insulation Foam 

8000 µ (≥7000 µ) 

according to PN-EN 

12086:2013-07 
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Durability of thermal 

resistance against 

aging/degradation 

For layers insulation Foam 

Dimensional stability 1) 

according to PN-EN 

14304:2009+A1:2013 

Durability of thermal 

resistance as a function of 

high temperature 

For layers insulation Foam 

Dimensional stability 1) 

according to PN-EN 

14304:2009+A1:2013 

          1) The thermal conductivity of products made of flexible elastomeric foam does not change over time.  

9. The functional properties of the product specified above are consistent with all those listed in point. 8 

declared performance properties. This national declaration of performance is issued in accordance with 

the Act of 16 April 2004 on construction products under the sole responsibility of the manufacturer. 
 

 Signed on behalf of the manufacturer by: (name and position) 

 

 

 

Wola Mrokowska, 19/02/2024 

 

 

 

Piotr Grzechowiak 

Research and certification coordinator 

…………………………. 

(place and date of issue)  

 (signature) 

 

 

 

 

 


