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DECLARATION OF PERFORMANCE

No 121/01/26

FOAM G self-adhesive insulation mat, FOAM AG self-adhesive insulation mat with an
aluminium coating, made from flexible elastomeric foam (FEF), the thickness 6-50
mim.

1. Product description:

2. Intended use or uses of the construction product:

for use as a thermal insulation product for construction equipment and industrial
installations.

3. Manufacturer:
Alnor Systemy Wentylacji Sp. z o.o.

00-719 Warszawa ul. Zwierzyniecka 8b, POLSKA
Production facility: Turkey
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4. Authorised representative: not applicable.

5. System or systems for assessment and verification of constancy of performance:
assessment system 3.

6. Harmonised standard: EN 14304:2009+A1:2013.

Notified body or bodies:

Efectis Era Avrasaya Laboratory, Engineering and Certification, Notified Body
number 2184.

7. Name and identification number of the notified body where a European Technical
Assessment has been issued for the product: not applicable.
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8. Declared performance characteristics:

Declared performance

Essential characteristics FOAM G Comments
FOAM AG
0°C; 0,033
A-Thermal conductivity 10 ch 0,034 2
according to EN 12667 20°C; 0,036 A
30 °C; 0,037 A
40 °C; 0,038 &
Dimensions Mat thickness 6-50mm according to EN 822
WS- water permeability (water NPDV
absorption)
Stability of properties as a function of NPDV
ageing/degradation
Minimum application temperature NPD"
(ST-)
Maximum application temperature NPDV
(ST+)

Water vapour diffusion resistance

factor NPDV
according to EN 12086

Release of hazardous substances Material Safety Data Sheet MSDS

Reaction to fire
according to EN 13501-1 D-s3,d0

! - performance characteristics not specified (NPD)

9. The performance of the product identified above is in conformity with the set of declared
performance characteristics. This declaration of performance is issued in accordance with
Regulation (EU) No 305/2011 under the sole responsibility of the manufacturer identified

above.
Signed on behalf of the manufacturer:
(name and position)
7 s al /7); 7
Wola Mrokowska, 16.06.2026 gﬁ” 7,(/4,,0

Piotr Grzechowiak
Research and Certification Manager
(signature)

(place and date of issue)
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