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ALNOR® venitlation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Product code example
Product code:		  BSLI-C  -  25  -  200  -  90

type
Insulation
Ød
angle

100 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 300 3.2 250 450 14.5

125 315 3.9 280 500 16.3

140 355 5.2 300 500 16.5

150 355 5.4 315 500 17.6

160 355 6.1 355 560 19.5

180 400 6.4 400 600 29.5

200 400 7.5 450 630 32.2

224 450 9.6 500 710 45.1

50 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 200 2.4 250 355 9.3

125 224 3.1 280 400 12.1

140 250 4.1 300 400 12.3

150 250 4.2 315 400 13.6

160 250 5.0 355 450 16.9

180 280 5.2 400 500 20.5

200 300 5.9 450 560 25.1

224 315 7.4 500 600 35.9

25 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 150 1.5 250 300 6.0

125 180 2.1 280 315 7.6

140 200 2.6 300 355 9.3

150 200 2.7 315 355 10.4

160 224 2.9 355 400 12.7

180 224 3.0 400 450 15.7

200 250 4.0 450 500 23.2

224 280 4.8 500 560 24.0

Description

Dimensions

All BSLI pre-insulated bends consist of an inner duct bend 
with an EPDM gasket and an outer duct bend without gaskets.

Thermal conductivity:
•	 isolation 25 mm - 0.037 W/mk unchanging time
•	 isolation 50 mm - 0.042 W/mk unchanging time
•	 isolation 100 mm - 0.042 W/mk unchanging time 

Note! 
Different materials can be used for both the inner duct wall 
and the outer duct wall.
Product code example: BSLI-K-C-50-200-90

Available materials - Product code example 
BSLI-C-...-...	 - galvanized steel sheet 
BSLI-K-…-...	 - 1.4301/304 stainless steel sheet 
BSLI-A-...-...	 - aluminium steel sheet

IZOL®system pre-insulated bends

BSLI-90

http://www.alnor.com.pl/
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ALNOR® venitlation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Product code example
Product code:		  BSLI-C - 25 - 200 - 60

type
Insulation
Ød
angle

100 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 300 2.6 250 450 9.1

125 315 2.8 280 500 11.5

140 355 3.9 300 500 12.6

150 355 4.3 315 500 16.5

160 355 4.6 355 560 17.5

180 400 5.1 400 600 18.6

200 400 5.3 450 630 24.5

224 450 7.5 500 710 36.6

50 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 200 1.8 250 355 6.7

125 224 2.2 280 400 8.8

140 250 3.0 300 400 9.0

150 250 3.1 315 400 10.0

160 250 3.6 355 450 12.2

180 280 3.8 400 500 14.8

200 300 4.3 450 560 18.0

224 315 5.4 500 600 25.5

25 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 150 1.1 250 300 4.5

125 180 1.6 280 315 5.5

140 200 1.8 300 355 6.7

150 200 1.9 315 355 7.5

160 224 2.1 355 400 9.8

180 224 2.3 400 450 12.1

200 250 2.7 450 500 14.3

224 280 4.0 500 560 17.6

Description
All BSLI pre-insulated bends consist of an inner duct bend 
with an EPDM gasket and an outer duct bend without gaskets.

Thermal conductivity:
•	 isolation 25 mm - 0.037 W/mk unchanging time
•	 isolation 50 mm - 0.042 W/mk unchanging time
•	 isolation 100 mm - 0.042 W/mk unchanging time 

Note! 
Different materials can be used for both the inner duct wall 
and the outer duct wall.
Product code example: BSLI-K-C-50-200-60

Available materials - Product code example 
BSLI-C-...-...	 - galvanized steel sheet 
BSLI-K-…-...	 - 1.4301/304 stainless steel sheet 
BSLI-A-...-...	 - aluminium steel sheet

Dimensions

IZOL®system pre-insulated bends 

BSLI-60

http://www.alnor.com.pl/
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ALNOR® venitlation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Product code example
Product code:		  BSLI-C - 25 - 200 - 45

type
Insulation
Ød
angle

100 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 300 1.9 250 450 9.5

125 315 2.3 280 500 11.5

140 355 3.4 300 500 11.9

150 355 3.9 315 500 12.6

160 355 4.5 355 560 13.5

180 400 4.7 400 600 16.4

200 400 5.4 450 630 17.5

224 450 6.9 500 710 29.5

50 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 200 1.5 250 355 5.6

125 224 1.8 280 400 7.3

140 250 2.5 300 400 7.5

150 250 2.6 315 400 8.3

160 250 3.1 355 450 10.1

180 280 3.2 400 500 12.1

200 300 3.6 450 560 14.7

224 315 4.5 500 600 20.6

25 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 150 1.0 250 300 3.7

125 180 1.3 280 315 4.6

140 200 1.6 300 355 5.6

150 200 1.7 315 355 6.2

160 224 1.9 355 400 8.1

180 224 2.0 400 450 10.0

200 250 2.4 450 500 11.6

224 280 3.3 500 560 14.4

Description

Dimensions

All BSLI pre-insulated bends consist of an inner duct bend 
with an EPDM gasket and an outer duct bend without gaskets.

Thermal conductivity:
•	 isolation 25 mm - 0.037 W/mk unchanging time
•	 isolation 50 mm - 0.042 W/mk unchanging time
•	 isolation 100 mm - 0.042 W/mk unchanging time 

Note! 
Different materials can be used for both the inner duct wall 
and the outer duct wall.
Product code example: BSLI-K-C-50-200-45

Available materials - Product code example 
BSLI-C-...-...	 - galvanized steel sheet 
BSLI-K-…-...	 - 1.4301/304 stainless steel sheet 
BSLI-A-...-...	 - aluminium steel sheet

IZOL®system pre-insulated bends

BSLI-45 

http://www.alnor.com.pl/
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ALNOR® venitlation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Product code example
Product code:		  BSLI-C - 25 - 200 - 30

type
Insulation
Ød
angle

100 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 300 1.5 250 450 6.5

125 315 1.9 280 500 7.5

140 355 2.9 300 500 7.8

150 355 2.9 315 500 9.5

160 355 3.8 355 560 12.6

180 400 3.9 400 600 14.5

200 400 4.1 450 630 15.6

224 450 4.6 500 710 21.5

50 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 200 1.1 250 355 4.2

125 224 1.4 280 400 5.5

140 250 2.0 300 400 5.7

150 250 2.1 315 400 6.3

160 250 2.3 355 450 6.7

180 280 2.4 400 500 9.1

200 300 2.7 450 560 10.9

224 315 3.4 500 600 15.2

25 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 150 0.8 250 300 2.8

125 180 1.0 280 315 3.5

140 200 1.2 300 355 4.1

150 200 1.3 315 355 4.7

160 224 1.3 355 400 6.1

180 224 1.5 400 450 7.6

200 250 1.8 450 500 8.5

224 280 2.5 500 560 10.7

Description
All BSLI pre-insulated bends consist of an inner duct bend 
with an EPDM gasket and an outer duct bend without gaskets.

Thermal conductivity:
•	 isolation 25 mm - 0.037 W/mk unchanging time
•	 isolation 50 mm - 0.042 W/mk unchanging time
•	 isolation 100 mm - 0.042 W/mk unchanging time 

Note! 
Different materials can be used for both the inner duct wall 
and the outer duct wall.
Product code example: BSLI-K-C-50-200-30

Available materials - Product code example 
BSLI-C-...-...	 - galvanized steel sheet 
BSLI-K-…-...	 - 1.4301/304 stainless steel sheet 
BSLI-A-...-...	 - aluminium steel sheet

Dimensions

IZOL®system pre-insulated bends

BSLI-30

http://www.alnor.com.pl/
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ALNOR® venitlation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Product code example
Product code:		  BSLI-C - 25 - 200 - 15

type
Insulation
Ød
angle

100 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 300 1.2 250 450 3.6

125 315 1.3 280 500 4.7

140 355 1.8 300 500 4.9

150 355 1.9 315 500 5.6

160 355 2.0 355 560 6.5

180 400 2.2 400 600 7.8

200 400 2.4 450 630 9.6

224 450 3.1 500 710 14.5

50 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 200 0.8 250 355 3.0

125 224 1.0 280 400 4.1

140 250 1.5 300 400 4.2

150 250 1.6 315 400 4.6

160 250 1.7 355 450 5.5

180 280 1.8 400 500 6.4

200 300 2.0 450 560 7.6

224 315 2.5 500 600 10.3

25 mm insulation

Ød
[mm]

ØD
[mm]

Weight
[kg]

Ød
[mm]

ØD
[mm]

Weight
[kg]

100 150 0.6 250 300 2.1

125 180 0.7 280 315 2.5

140 200 0.9 300 355 3.0

150 200 0.9 315 355 3.4

160 224 1.0 355 400 4.5

180 224 1.1 400 450 5.5

200 250 1.3 450 500 5.8

224 280 1.9 500 560 7.4

Description

Dimensions

All BSLI pre-insulated bends consist of an inner duct bend 
with an EPDM gasket and an outer duct bend without gaskets.

Thermal conductivity:
•	 isolation 25 mm - 0.037 W/mk unchanging time
•	 isolation 50 mm - 0.042 W/mk unchanging time
•	 isolation 100 mm - 0.042 W/mk unchanging time 

Note! 
Different materials can be used for both the inner duct wall 
and the outer duct wall.
Product code example: BSLI-K-C-50-200-15

Available materials - Product code example 
BSLI-C-...-...	 - galvanized steel sheet 
BSLI-K-…-...	 - 1.4301/304 stainless steel sheet 
BSLI-A-...-...	 - aluminium steel sheet

IZOL®system pre-insulated bends

BSLI-15 

http://www.alnor.com.pl/

