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is a registered trademark protected by a technical patent. All modification rights reserved.

50 mm insulation

Ød
[mm]

ØD
[mm]

L 
[mm]

Ød
[mm]

ØD
[mm]

100 200 290 180x80 240x130

125 224 290 180x80 240x130

150 250 360 200x100 280x140

160 280 360 200x100 280x140

200 300 360 200x100 280x140

250 355 360 200x100 280x140

315 400 360 200x100 280x140

355 450 430 200x100 380x240

400 500 430 300x200 380x240

450 560 480 300x200 380x240

500 600 480 300x200 380x240

25 mm insulation

Ød
[mm]

ØD
[mm]

L 
[mm]

Ød
[mm]

ØD
[mm]

100 150 290 180x80 240x130

125 180 290 180x80 240x130

150 200 360 200x100 280x140

160 224 360 200x100 280x140

200 250 360 200x100 280x140

250 300 360 200x100 280x140

315 355 360 200x100 280x140

355 400 430 200x100 380x240

400 450 430 300x200 380x240

450 500 480 300x200 380x240

500 560 480 300x200 380x240

Description

Dimensions

IPR-SNSLI revision flap pre-installed on an extended nipple 
fitting. With this combination of components, the installation 
of the revision in round insulated ducts in sizes 100-500 mm 
becomes ultra fast - there is no need to cut a hole in the duct, 
insert and tighten the revision.

Available materials - Product code example 
IPR-SNSLI-...-...	 - galvanized steel sheet 
IPR-SNSLI-K-…-...	 - 1.4301/304 stainless steel sheet
IPR-SNSLI-A-...-...	 - aluminium steel sheet

Nipple with inspection flap for ventilated insulated ducts

IPR-SNSLI 

Product code example
Product code:	             IPR-SNSLI - 25 - 200

type
insulation
Ød

http://www.alnor.com.pl/
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Nipple with inspection flap for ventilated insulated ducts

IPR-SNSLI 
Revision method

1. Unscrew the cap from 
the connector

2. Remove 
the insulation

3.Unscrew the inspection 
flap inspection flap

4. Carry out inspection

http://www.alnor.com.pl/

