
1117
ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.

Plastic d
u

cts an
d

 fi
ttin

g
s

Dimensions

Designation example:
Product Code: 	    PVC - SRGW - aaa

material
type
ØDA 

Round plastic ventilation pipes are joined by welding.
PVC-SRGW pipes are made of sheets. Pipes made of PP, PPs, PE 
and PPELs are extruded. Other wall thicknesses are available 
on request. 
Standard pipe lengths are: 1 / 1,5 m

NOTE!
The diameter given in the catalogue is the 
pipe outside diameter.

Available materials - designation example
PVC-SRGW-...	 - PVC polyvinyl chloride 
PP-SRGW-…	 - Polypropylene
PPs-SRGW-...	 - PPs flame resistant polypropylene 
PE-SRGW-…	 - Polyethylene

Available materials - upon special order
PVCW-SRGW-…	 - Polyvinyl chloride white 
PPELs-SRGW-…		 - Polypropylene EL flame resistant and 

with electrical conductivity 
PVDF-SRGW-…		 - Polyvinylidene fluoride

Description

Plastic circular ventilation pipes

PVC-SRGW

Pipes made of sheets.

Standard pipe lengths: 1 / 1,5 m

ØD
[mm]

S
[mm] L

[m]
PVC PVCW PP PPs PE PE-EL-s PVDF

560 4 5 5 5 5 - - 1/1,5
600 4 5 5 5 5 - - 1/1,5
630 5 6 6 6 6 - - 1/1,5
700 5 6 6 6 6 - - 1/1,5
710 5 6 6 6 6 - - 1/1,5
800 6 8 8 8 8 - - 1/1,5
900 6 8 8 8 8 - - 1/1,5
1000 8 10 10 10 10 - - 1/1,5
1200 8 10 10 10 10 - - 1/1,5
1250 8 10 10 10 10 - - 1/1,5


