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Description

PE-clad mineral wool insulating sleeve 

SLVD-PU
Dimensions

This sleeve model is insulated with horizontal-fibre glass wool 
and intended for round ventilation ducts. The insulating layer 
is 25 or 50 mm thick, depending on the version, and the outer 
cladding is made of grey polyethylene. with high vibration 
strength. This is a perfect solution for quick installation of 
ductwork thermal insulation. 

Packaging: 10 metre sections in reels packed in plastic bags.
Temperature range:  -30˚C to +90˚C

Available materials — Product code example
SLVD-PU-25	 - 25 mm glass wool + PE cladding, 

100 micron thick
SLVD-PU-PE-25	- PET film + 25 mm mineral wool insulation + 
	   PE cladding 00 micron thick
SLVD-PU-50	 - 50 mm glass wool + PE cladding, 

100 micron thick
SLVD-PU-PE-50	- PET film + 50 mm mineral wool insulation + 
	   PE cladding, 100 micron thick
SLVD-PU-B-25	 - black color, 25 mm glass wool + PE cladding, 
	   100 micron thick (only diameters 125,160 and
	   200mm)

Ød

Product code example
Product code:		  SLVD-PU - aaa - bbb - cccc

type
insulation thickness 
Ød1
lenght

Ød1 nom

(mm)
Ød out.
(mm)

80 82.0

100 102.0

125 127.0

140 140.0

150 152.0

160 160.0

180 180.0

200 203.0

225 229.0

250 254.0

280 280.0

300 305.0

315 315.0

355 355.0

400 406.0

450 457.0

500 508.0

560 568.0

For 125, 160 and 200mm diameters with 25mm thick insulation, 
the sleeve is also available in black color under the code: 
SLVD-PU-B-25-... 

http://www.alnor.com.pl/

