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About the system

Benefits
•	 Modular system. 
•	 Quick and easy assembly and disassembly with FLKA and 

FLKA-C connecting clamps.
•	System airtightness is accomplished thanks to highly 

advanced construction of the components.
•	 Operating temperature ranges from -30˚ to +100 ˚C.
•	 Aesthetic design - important in the case of exposed ductwork.

About the system
TRANS-Quick is a modern clamp-together ducting system 
intended for industrial dust extraction. Quick assembly 
and disassembly, using pull rings to connect components - 
which can be reused and reassembled.Ducts and fittings are 
manufactured from galvanised steel sheet 0.7 and 0.9 mm in 
thickness using butt welding method, components are joined 
with clamps equipped with a gasket.
TRANS-QUICK modular system is used in the variety of 
of industrial applications which include: woodworking, 
metallurgical, foundry, food, and paper industry. The system 
consists of fittings - a diameter of 100 to 600mm and pipes 
- 500, 1000 and 1500 mm lengths. 

Tightness
Butt welding ensures the highest airtightness of ventilation  
pipe. Welding is made longitudinally across pipe’s length, 
it’s aesthetic and mechanically resistant.

Features 
•	 Ducts and fittings are made of galvanised steel sheet - 0.7 

and 0.9 mm thickness.
•	 Airtight butt-weld.
•	 Ducts and fittings are available in diameters from Ø 100 to 

Ø 600 mm. 
•	 FLKA and FLKA-C connecting clamps with gasket. 
•	 Rolled edge height is about 5-7 mm.
•	 Pipes are delivered in following lenghts: 1500, 1000 and 

500 mm.
•	 1D, 1.5D and 2D bends.
•	 Equal T-pieces, reducing T-pieces and other fittings.
•	 Fully adjustable with existing ventilation systems.
•	 No rivets, screws or welding - connecting component using 

only clamps (pull rings).

Connecting method

TRANS-Quick system ducts 
and fittings have rolled edge 
finish at both ends 
that serve as a clipping edge 
for specially designed clamp. 

To ensure tight connection  
snap clamp over rolled edges.

Close the clamp, tighten the screw and secure with a cotter pin.

Sections 
Pipe Number of sections

D
[mm]

T
[mm]

L - 500 
[mm]

L - 1000 
[mm]

L - 1500 
[mm]

L - 2000 
[mm]

100 0,7 1 1 1 2

125 0,7 1 1 1 2

150 0,7 1 1 1 2

160 0,7 1 1 1 2

180 0,7 1 1 1 2

200 0,7 1 1 1 2

250 0,7 1 1 1 2

300 0,7 1 1 1 2

315 0,7 1 1 1 2

350 0,7 1 1 1 2

400 0,7 1 1 1 2

500 0,7 1 1 1 2

550 0,7 1 1 1 2

600 0,7 1 1 1 2

How length is indicated in a product code:
code...-0050 as for L=500 mm 
code...-0100 as for L=1000 mm
code...-0150 as for L=1500 mm
code...-0200 as for L=2000 mm

http://www.alnor.com.pl/
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About the system

Strenght
Chart of permissible negative pressure (kPa) depending on diameter and sheet thickness. 
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Duct diameter [mm]

thickness: 0.9 mm thickness: 0.7 mm

http://www.alnor.com.pl/

