ventilation systems

STRUT SUPPORT SYSTEM FOR
SUSPENSION OF DUCTS AND
INSTALLATION COMIPONENTS




The mounting system STRUT
Easy, quick and precise installation of ducts even in hard to reach places is

the main advantage of the STRUT support system. The available selection of TUV Rhel nlarq?d

mounting accessories make for a fully professional fixing system. Thanks to
the various shapes and multiple applications, they allow to create tailor-made structures, which perfectly
match the individual features of a given installation. The mounting accessories based on LDB channel with
a full set of channel connection elements under different angles allows to prepare duct fixtures tailored to
each individual interior.

All components are made of galvanized steel as a standard.

Standards & Certifications

Our STRUT support system for suspension of ducts and installation elements has Technical Approval of
Building Research Institute. Mounting STRUT accessories are made of carbon steel and are coated with
electrogalvanized zinc in accordance with DIN EN ISO 2081.

Furthermore, STRUT support system is TUV certified.

Strength
Below, there are presented examples of permissible load mounting channel LDBST for different load
patterns.
Support Permissible load F [N] F
spacing L
[mm] LDBST-41-21-2,0  LDBST-41-21-2,5  LDBST-41-41-2,0 = LDBST-41-41-2,5 1
250 3251 3746 12167 14613 L2 \ L2
350 2322 2676 8691 10438 L
500 1388 1858 6084 7307
Support Permissible load F [N] F F
spacing L
[mm] LDBST-41-21-2,0  LDBST-41-21-2,5  LDBST-41-41-2,0  LDBST-41-41-2,5 1
250 2438 2810 9125 10960 U3 | U3 | U3
350 1675 2007 6518 7828 L
500 821 1098 4342 5148
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Support Permissible load F [N] F F F
spacing L
[mm] LDBST-41-21-2,0 LDBST-41-21-2,5  LDBST-41-41-2,0  LDBST-41-41-2,5 1 1 1
250 1625 1873 6084 7307 La ‘ Ua ‘ Ua ‘ Ua
350 1161 1338 4345 5219 L
500 585 782 3042 3653
Support Permissible load linear q [N] q
spacing L
[mm] LDBST-41-21-2,0 LDBST-41-21-2,5  LDBST-41-41-2,0  LDBST-41-41-2,5 l l l l l l l l l l l l ll l l l l l l l l l l l l l l l l l
250 1625 1873 6084 7307 "ﬁ L ﬂ*
350 1161 1338 4345 5219
500 585 782 3042 3653

For more information about the max. allowed load for mounting accessories, please visit our website www.

]

ventilation-alnor.co.uk

Mounting accessories
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LDBST W-LDB WK-LDB ST-P LDB-BE-41-1-2
LDB-BE-41-2-1 LDB-BE-41-2-2 LDB-P-41-1 LDB-P-41-2 LDB-P-41-3 LDB-P-41-4
LDB-P-41-5 LDB-PC-41-3 LDB-PT-41-4 LDB-PK-41-5 LDB-PTRA-45-41-4 LDB-BTRA-41-3

LDB-PBTR-41-5 LDB-AN-TL-41-4 LDB-B-O-CLAMP-21 LDB-B-O-CLAMP-41 LDB-B-O-CLAMP-82 LDB-U-BCLAMP-82

ALNOR° ventilation systems

is alegally protected trademark and technical patent. All rights reserved.



LDB-B-CLAMB LDB-B-CLAMB LDB-W-BCLAMB LDB-BAN-41-30-2 LDB-BAN-41-45-4 LDB-BAN-41-60-2

\ \

LDB-BAN-41-120-2 LDB-BAN-41-135-2 LDB-BAN-41-150-2 LDB-Z-41-3 LDB-U-21-3 LDB-U-41-3

LDB-U-41-6 LDB-DCB-41-4 LDB-STP-AN-41-3 LDB-PFIX-41-4-TOP LDB-STP-82-6-2 LDB-CHTB-41-6-2
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LDB-EXT-U-21-4 LDB-EXT-U-41-4 LDB-WP-41 LDB-BAN-R2-41 Z-LDB SNL

SNKL SNP

Summary

Multiple applications of STRUT support system provide quick and easy assembly. A comprehensive selection
of components, easy use and high workmanship quality mean that they can be used to suspend installation
components in each and every interior without having to modify custom angle brackets or order complex

connectors.
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